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National Aeronautics and 
Space Administration 
John C. Stennis Space Center 
Stennis Space Center, MS 39529-6000

SSC Construction Safety Job Site Audit

SCWI-8715-0008

Company:

Contractor Rep:

Contractor Number:

Project:

Auditor:

Date of Audit:

1. STANDARD CHECKS FOR TOOLS AND EQUIPMENT (    = Observed, located, and checked)
A. Scaffolds
1.      Appropriate erectors tag SSP 8715-0001 
2.      Daily inspection prior to use SSP 8715-0001  
3.      Compare daily inspection to scaffold 
4.      Assembly correct? 
5.      Footings correct and stable? 
6.      Planking correctly installed? 
7.      Safe Access provided and maintained? 
8.      Toe boards, cross bracing, tie offs, bracing etc.  
         acceptable? 
9.      Training for Users, Erectors and Competent Person 
10.    4 to 1 base to height ratio requirement met? 
11.    Observed operational deficiencies

1.     Condition of ladders 1926.1053  
2.     Inspections 1910.25 & 1910.26  
3.     Tied off or secured 1926.1053  
4.     3 feet beyond landing 1926.1053 
5.     Proper rating 1926.1060(a) & 1926.1053 
6.     Proper angle & placement 1926.1053 
7.     Step ladders must have spreaders extended when  
        used 1926.1053 
8.     Observed operational deficiencies

B. Ladders

Corrective Action & Date:
Notes:

Notes:

Notes:

Notes:

Corrective Action & Date:

Corrective Action & Date:

Corrective Action & Date: Corrective Action & Date:

Corrective Action & Date:

Corrective Action & Date: Corrective Action & Date:

C. Portable Electric Tools D. Hand Tools
1.      GFCIs 1926.404  
2.      Cords - hard or extra hard usage 1926.405 
3.      Guards 1926.300 
4.      PPE  1926.95 
5.      Observed operational deficiencies (Use, Storage, etc.) 
6.      Damaged equipment tagged and removed from service

1.     Condition of tool  1926.301 
2.     Condition of handle  1926.301 
3.     PPE  1926.95 
4.     Observed operational deficiencies  
5.     Other

E. Air Powered Tools F. Electrical Equipment

G. Fall Protection H. Slings

1.      Condition of tool  1926.300 
2.      Guards 1926.300 
3.      "Whip check" or other means of securing hose ends  
          together 1926.302 
4.      PPE  1926.95 
5.      Operators Certified? 
6.      Observed operational deficiencies  
7.      Floors and openings covered or guardrails provided?

1.      Required at 6' or higher 1926.501  
2.      42"  Guard rails, 21" mid rails, toe boards if workers    
         underneath 1926.502 
3.      Condition of harness, lanyard, and other  
         equipment 1926.502 
4.      Inspection of fall protection equipment 1926.502 
5.      Rescue plan  1926.502

1.     Condition 1926.251 
2.     Legible tag with permissible loads ANSI B 30.9 
3.     Inspection prior to use each shift 1926.251 
4.     Observed operational deficiencies

1.     Distribution boxes covered 1926.403 
2.     Exposed live electric 1926.403 
3.     Extension cords hard or extra hard usage & in good  
        condition 1926.405 
4.     Grounding prongs in place 1926.404 
5.     GFCIs 1926.404  
6.     Extension cords not running through or sitting in water  
7.     Temporary lights protected

Section non-applicable

Section non-applicable

Section non-applicable

Section non-applicable

Section non-applicable

Section non-applicable

Section non-applicable

Section non-applicable

\/

Notes:

Notes:

Notes:

Notes:
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1.     Inspection records 1926.552 
2.     Fall protection 1926.501 
3.     Design approved by competent engineer 1926.552 
4.     Observed operational deficiencies 
5.     Other 
 
 
 
 

1.      Evaluate condition of equipment 1926.550 
2.      Records of tests & inspections 1926.550 
3.      Guarding 1926.550 
4.      Qualified operators EM 385-101 
5.      PPE  1926.95 
6.      Fall protection  6' or higher  1926.501 
7.      Access 1926.550 
8.      All cranes shall be equipped with an anti-two
         block device 1926.550 
9.      Safe Distance from power lines 1926.550 
10.    Observed operational deficiencies

  
     
1.     Inspection records 1910.178 
2.     Operator training records 1926.602(d); 1910.178 
3.     Seat belts must be installed & worn 1910.178 
4.     Back up alarm 1910.178 
5.     Observe operation & condition of lift truck 
6.     Other 

Notes:

Corrective Action & Date:

Corrective Action & Date:

N. Fire Protection

O. Welding Equipment

1.      Location Fire Extinguishers, enough of proper size & type 
         1926.150  
2.      Equipment inspected and maintained in operating condition  
         1926.150 
3.      Storage of Flammable/Combustible liquids In labeled  
         approved containers 1926.152 
4.      "No Smoking" signs in the vicinity of operations  
         which constitute a fire hazard 1926.151 
5.      Large fuel tanks diked & separated 1926.152

1.      Burn permit SSP 8715-0001  
2.      Use/Storage of gas cylinders  1926.350 
3.      PPE 1926.95 
4.      Anti-flashback valves  1910.253 
5.      Observed operational deficiencies
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Section non-applicable

Section non-applicable

Notes:

2. MOVING EQUIPMENT AND PROCESSES

Notes:

Section non-applicable

Corrective Action & Date:

Corrective Action & Date:

Corrective Action & Date:

Corrective Action & Date:

Section non-applicable Section non-applicable

Section non-applicable

Notes:

Notes:

Notes:

L. Heavy Equipment  
    (Back hoe, Loaders, Crawlers, Dozers, Directional, Drills, Excavators, Graders, Wood 
      Chippers, Grinders, Scrapers, Pavers Asphalt and Concrete, Compactors, Rollers etc.) 
 
1.      Evaluate condition of equipment 1926.20 
2.      Records of tests & inspections 1926.20 
3.      Guarding 1926.20 
4.      Designated qualified operators 1926.20 
5.      PPE  1926.95 
6.      Fall protection  6' or higher  1926.501 
7.      Audit dig permit (required for any ground 
          penetration deeper than 12") SSP 8715.0001 
8.      Back up alarms 1926.602 
9.      Access 1926.1051 
10.    Observed operational deficiencies 
 
 

Section non-applicable

Corrective Action & Date:
Notes:

 
1.      Employees protected from cave ins? 
2.      Shoring equipment in good repair and appropriate 
3.      Access and Egress acceptable 
4.      Permit Required Space Created and CSE permit or 
         reclassification 
5.      Sloping / benching adequate 
6.      All potential hazards identified 
7.      Other

Section non-applicable

Corrective Action & Date:
Notes:

\/(    = Observed, located, and checked)

Auditor is to summarize the safety culture of the contractor(s) for previous weeks

I, the undersigned superintendent/foreman have received the indicated hazards and will take the necessary action to 
immediately correct them.

Site Superintendent/Foreman Signature:

3. NASA SSC Construction Safety Job Site Audit

P. Lift Trucks  

     
1.      Inspection records 1926.453 
2.      Fall Restraint SCWI-8715-0003 
3.      Operator's training 1926.453 
4.      Observed operational deficiencies

K. Cranes  

M. Excavation and Shoring

J. Elevating Work Platforms  I. Aerial Lifts      
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1. STANDARD CHECKS FOR TOOLS AND EQUIPMENT
(    = Observed, located, and checked)
A. Scaffolds
1.      Appropriate erectors tag SSP 8715-0001
2.      Daily inspection prior to use SSP 8715-0001 
3.      Compare daily inspection to scaffold
4.      Assembly correct?
5.      Footings correct and stable?
6.      Planking correctly installed?
7.      Safe Access provided and maintained?
8.      Toe boards, cross bracing, tie offs, bracing etc. 
         acceptable?
9.      Training for Users, Erectors and Competent Person
10.    4 to 1 base to height ratio requirement met?
11.    Observed operational deficiencies
1.     Condition of ladders 1926.1053 
2.     Inspections 1910.25 & 1910.26 
3.     Tied off or secured 1926.1053 
4.     3 feet beyond landing 1926.1053
5.     Proper rating 1926.1060(a) & 1926.1053
6.     Proper angle & placement 1926.1053
7.     Step ladders must have spreaders extended when 
        used 1926.1053
8.     Observed operational deficiencies
B. Ladders
Corrective Action & Date:
Notes:
Notes:
Notes:
Notes:
Corrective Action & Date:
Corrective Action & Date:
Corrective Action & Date:
Corrective Action & Date:
Corrective Action & Date:
Corrective Action & Date:
Corrective Action & Date:
C. Portable Electric Tools
D. Hand Tools
1.      GFCIs 1926.404 
2.      Cords - hard or extra hard usage 1926.405
3.      Guards 1926.300
4.      PPE  1926.95
5.      Observed operational deficiencies (Use, Storage, etc.)
6.      Damaged equipment tagged and removed from service
1.     Condition of tool  1926.301
2.     Condition of handle  1926.301
3.     PPE  1926.95
4.     Observed operational deficiencies 
5.     Other
E. Air Powered Tools
F. Electrical Equipment
G. Fall Protection
H. Slings
1.      Condition of tool  1926.300
2.      Guards 1926.300
3.      "Whip check" or other means of securing hose ends 
          together 1926.302
4.      PPE  1926.95
5.      Operators Certified?
6.      Observed operational deficiencies 
7.      Floors and openings covered or guardrails provided?
1.      Required at 6' or higher 1926.501 
2.      42"  Guard rails, 21" mid rails, toe boards if workers   
         underneath 1926.502
3.      Condition of harness, lanyard, and other 
         equipment 1926.502
4.      Inspection of fall protection equipment 1926.502
5.      Rescue plan  1926.502
1.     Condition 1926.251
2.     Legible tag with permissible loads ANSI B 30.9
3.     Inspection prior to use each shift 1926.251
4.     Observed operational deficiencies
1.     Distribution boxes covered 1926.403
2.     Exposed live electric 1926.403
3.     Extension cords hard or extra hard usage & in good 
        condition 1926.405
4.     Grounding prongs in place 1926.404
5.     GFCIs 1926.404 
6.     Extension cords not running through or sitting in water 
7.     Temporary lights protected
Section non-applicable
Section non-applicable
Section non-applicable
Section non-applicable
Section non-applicable
Section non-applicable
Section non-applicable
Section non-applicable
\/
Notes:
Notes:
Notes:
Notes:
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1.     Inspection records 1926.5522.     Fall protection 1926.5013.     Design approved by competent engineer 1926.5524.     Observed operational deficiencies5.     Other 
1.      Evaluate condition of equipment 1926.5502.      Records of tests & inspections 1926.5503.      Guarding 1926.5504.      Qualified operators EM 385-1015.      PPE  1926.956.      Fall protection  6' or higher  1926.5017.      Access 1926.5508.      All cranes shall be equipped with an anti-two         block device 1926.5509.      Safe Distance from power lines 1926.55010.    Observed operational deficiencies
      
1.     Inspection records 1910.178
2.     Operator training records 1926.602(d); 1910.178
3.     Seat belts must be installed & worn 1910.178
4.     Back up alarm 1910.178
5.     Observe operation & condition of lift truck
6.     Other

Notes:
Corrective Action & Date:
Corrective Action & Date:
N. Fire Protection
O. Welding Equipment
1.      Location Fire Extinguishers, enough of proper size & type
         1926.150 
2.      Equipment inspected and maintained in operating condition           1926.150
3.      Storage of Flammable/Combustible liquids In labeled 
         approved containers 1926.152
4.      "No Smoking" signs in the vicinity of operations 
         which constitute a fire hazard 1926.151
5.      Large fuel tanks diked & separated 1926.152
1.      Burn permit SSP 8715-0001 
2.      Use/Storage of gas cylinders  1926.350
3.      PPE 1926.95
4.      Anti-flashback valves  1910.253
5.      Observed operational deficiencies
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Section non-applicable
Section non-applicable
Notes:
2. MOVING EQUIPMENT AND PROCESSES
Notes:
Section non-applicable
Corrective Action & Date:
Corrective Action & Date:
Corrective Action & Date:
Corrective Action & Date:
Section non-applicable
Section non-applicable
Section non-applicable
Notes:
Notes:
Notes:
L. Heavy Equipment 
    (Back hoe, Loaders, Crawlers, Dozers, Directional, Drills, Excavators, Graders, Wood
      Chippers, Grinders, Scrapers, Pavers Asphalt and Concrete, Compactors, Rollers etc.)
1.      Evaluate condition of equipment 1926.202.      Records of tests & inspections 1926.203.      Guarding 1926.204.      Designated qualified operators 1926.205.      PPE  1926.956.      Fall protection  6' or higher  1926.5017.      Audit dig permit (required for any ground          penetration deeper than 12") SSP 8715.00018.      Back up alarms 1926.6029.      Access 1926.105110.    Observed operational deficiencies
Section non-applicable
Corrective Action & Date:
Notes:

1.      Employees protected from cave ins?
2.      Shoring equipment in good repair and appropriate
3.      Access and Egress acceptable
4.      Permit Required Space Created and CSE permit or
         reclassification
5.      Sloping / benching adequate
6.      All potential hazards identified
7.      Other
Section non-applicable
Corrective Action & Date:
Notes:
\/
(    = Observed, located, and checked)
Auditor is to summarize the safety culture of the contractor(s) for previous weeks
I, the undersigned superintendent/foreman have received the indicated hazards and will take the necessary action to immediately correct them.
Site Superintendent/Foreman Signature:
3. NASA SSC Construction Safety Job Site Audit
P. Lift Trucks  
    1.      Inspection records 1926.4532.      Fall Restraint SCWI-8715-00033.      Operator's training 1926.4534.      Observed operational deficiencies
K. Cranes  
M. Excavation and Shoring
J. Elevating Work Platforms  
I. Aerial Lifts      
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